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Ceramic Resonators - ZTA Series / 14 ¥ 4= B

ZTA (MHz) Resonator cover the frequency range of 1.79 MHz to 60.00 MHz with an initial frequency tolerance
fo£0.5%. Since the ZTA series utilizes the thickness mode of vibration of the piezoelectric element, there is little
dimensional change with frequency. All ZTA are epoxy coated and completely washable. Tape and reel package

are both available.

P> ZTA (MHz) Compatible to Murata CSA

1.79 - 60.00 MHz

Ceramic ZTA (MHz) Resonators Technical Characteristics

Frequenc Stability in
Part Frequency Accurag (at 2y5°C) Temperature Operating Aging For Ten
Number Range(MHz) (%2)) (-20°C ~ +80°C) | Temperature(°C) Years (%)
(%)
ZTA***MG 1.79 ~ 6.00 05 +0.3 -20 ~ +80 0.3
ZTAWS***MG 1.79 ~ 6.00 05 +0.3 -20 ~+80 0.3
ZTALS***MG 3.00 ~ 8.00 +05 +£0.3 -20 ~ +80 +£0.3
ZTARS***MG 3.00 ~10.00 +05 0.3 -20 ~ +80 +0.3
ZTA***MT 6.00 ~ 13.00 +05 0.3 -20 ~ +80 +0.3
ZTA***MX 12.00 ~ 60.00 +05 0.3 -20 ~ +80 +0.3
P> Ceramic ZTA (MHz) Resonator Dimensions
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e9 Ceramic Resonators

P> Ceramic ZTA (MHz) Resonator Test Circuit for MOS IC

P> How to Order

VDD

IC IC
L—&o_o Output

1MQ

IC (MG,MT):1/6 TC4069UBPx*2

1_F

( MX ):1/6TC74HCU04x2

X: Ceramic Resonator

10k
X

VbD:+5V

o C1 C2(MG,MT):30pF

( M X ):30pF (12.00~20.00MHz)
15pF (20.01~25.99MHz)
5pF (26.00~60.00MHz)

ZTA8.00MT P
(1) (2]
© Part Number
@® Packaging
Code Packaging
T Taping Reel
P Bulk
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